VLV Series
2 - way & 3 - way Motorized Valves

Carrier VLV series motorized valves are used to control the supply of
chilled or hot water in fan coilunits to maintain room temperature.

The valves are normally closed. They are reliable, with long life and
capable of operating in high temperature environments.

FEATURES

* On/Off type 2-way normally closed and 3-way diverting

* Forging Brass Body *Stainless Base with Aluminum Shell

* Fully enclosed one-way hysteresis synchronous motor,
with spring return and water proof functionality

» Efficient Power Consumption and less noise

* Long lasting, reliable and quiet

» Designed to withstand high temperatures & harsh
environments

* BSPP/NPT connection

* CE Standard

SPECIFICATIONS

Power supply : 220Vac, 110Vac, 24Vac
Pressure : 1.6Mpa

Valve Action Tim : Open < 10s, Return < 6s
Power Consumptio : <TW

Media Temperatur 5 0~90°C

Working Environmen : 5~60°C, 10~95%RH
Weight . 0.95kg (Net),0.99kg(Gross)
Dimensions : 11.6x10.7x7.2mm(WXHXD)

VLV 2 22 B A

Motor voltage

" - 230V-50/60Hz

A - 24V -50/60Hz

B- 230V-50/60Hz (Carrier
branded)

C-24V-50/60Hz (Carrier branded)
Thread

B -BSPP
N- NPT
S - Sweat

Size

22-3/8"
64-3/4"
44-1/2"
54-5/8"
74-7/8"
84-1"

Port
2-2 Way
3-3Way

Type
Small Ball Valves
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VLV Series

2 - way & 3 - way Motorized Valves

Model Dimensions 2/3Way Kv(Cv)Rating Close-off(psi)
2-way valve
VLv234 3/8" 2 2.2(2.5) 30
VLv244 1/2" 2 2.2(2.5) 30
VLV254 5/8" 2 3.0(3.5) 25
VLv264 3/4" 2 3.0(3.5) 25
VLV274 7/8" 2 6.9(8.0) 20
VLv284 qn 2 6.9(8.0) 20
3-way valve
VIvV334 3/8" 3 2.6(3.0) 30
VLV344 1/2" 3 2.6(3.0 30
VLV354 5/8" 3 3.4(4.0) 25
VLV364 3/4" 3 3.4(4.0) 25
VLV3T4 7/8" 3 6.5(7.5) 20
Viv3s4 b 3 6.5(7.5) 20
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2- way valve 3- way valve
VALVE BODY SIZES (dimensions in mm)
Model A B c
2-way valve
Viv234 70 23 86
viva44 70 23 86
VLvV254 87 23 a3
VLv264 87 23 93
VLv274 94 25 95
ViLv284 94 25 95
3-way valve
VLV334 70 33 86
VLV344 70 33 86
VLV354 87 37 93
VLV364 - 37 93
VLV374 94 43 a5
VLV384 94 43 95
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